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Zeus Pods           

 

Servicing 
Zeus Pod Drive Systems need to be serviced annually or within the service schedules of 250, 500 or 
1000 hours. The service maintenance schedule set by the manufacturer requires this. 
Firstly you need to clear off the aquatic growth. This isn’t as easy as it sounds. If Propspeed hasn’t 
been applied, then you have to remove the build up with a grinder equipped with an abrasive disk 
attachment. If it was applied then you can remove the build up with a Jet Washer. 
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The Prop Speed Etch Primer will only bond to bare metal, so the first thing you have to do is strip the 
prop back down. (the prop is stainless steel) The Primer needs two people to properly apply it. 
Within 2/3 mins of the primer being it will be dry, and you have to immediately coat the silicone over 
the top. 
The polymer silicone coating is applied over this base layer. If you mis even a tiny area, the polymer 
will not coat and you risk aquatic growth returning quickly, thus damaging the performance of the 
vessel. 
In the picture below you can see one prop stripped to bare metal, and the other has the first coat 
of Prop Speed Etch Primer. 

 

 
If you don’t service the Pod Drive setup to the schedule, you will seriously impact performance. The 
more weed build up you have, the more drag. More drag equals more fuel being burnt and a general 
loss of performance. 
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Propspeed™ 
Propspeed™ prevents marine growth from bonding to metal surfaces below the 
waterline. Propspeed™ works because it is slick, not because it is toxic. 
Application of Propspeed™ is a simple two step process beginning with a catalyzed etch primer 
followed by a silicone based top coat. Propspeed™ is an environmentally safe product and does not 
contain copper, tin or any other toxic substances which may cause environmental pollution. 
Propspeed™ is a solution to a problem which has frustrated owners and captains for years.  
 


